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Кол. Описание
1 COMFORT 15-14 BXDT PM

Забележка! Показаната снимка може да се различава от реалната.

Продуктов номер: 99831281

The high-efficiency Grundfos COMFORT BDT PM and BXDT PM pumps are designed for recirculation of domestic hot water in
single- and two-family houses securing hot water instantly to all faucets. The pumps have a corrosion-resistant pump housing
suitable for drinking water and are powered by a single-phase, high-efficiency ECM with permanent-magnet rotor.
The integrated digital timer has been developed for domestic hot-water recirculation in systems with either hot-water tanks or plate
heat exchangers for hot-water production. The timer allows you to customize the pump's operating periods, ensuring optimal comfort
while lowering energy costs. Additionally, the pump can be set to continuous operation 100 % for commissioning of the pump or 24
hours instant hot water.
COMFORT BXDT PM has a built-in isolating valve and a non-return valve (fitting). This ensures that maintenance can be carried out
without draining the system. The non-return valve also prevents reversed flow during operation.
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99831281 COMFORT 15-14 BXDT PM
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Описание Стойност
Обща информация:
Име на продукт: COMFORT 15-14 BXDT PM
Продукт No.: 99831281
EAN номер: 5713834895494
Технически:
Скорост No: 1
Максимален напор: 14 dm
Температурен клас на флуида: 95
Одобрения върху табелката: CE,VDE,EAC,WEEE

Вентил: помпа с вградени спирателен и
възвртен вентили

Материали:
Помпен корпус: Brass
Работно колело: Композит
Инсталиране:
Максимално работно налягане: 10 bar
Тип връзка: G
Тръбна връзка: 1
Разстояние между входния и
изходния фланец: 140 mm

Течност:
Работен флуид: Вода
Диапазон на температурата на
течността: 2 .. 95 °C

Избрана температура на течността: 60 °C
Плътност: 983.2 kg/m³
Електрич. данни:
Максимална входна мощност: 7 W
Основна честота: 50 / 60 Hz
Номинално напрежение: 1 x 230 V
Ток при скорост 3: 0.07 A
Степен на зашитеност (IEC 34-5): IP44
Изолационен клас (IEC 85): F
Защита на мотора: ELECT.
Термична защита: Защита, импеданс
Други:
Нето тегло: 1.14 kg
Бруто тегло: 1.24 kg
Шведски RSK номер: 5790549
Страна на произход: DE
Митнически тарифен номер: 84137030
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Забележка! Всички стойности са в [mm], освен ако е посочено друго.
Опровержение: Този опростен оразмерителен чертеж не показва всички детайли.
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